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MODULER PE FENER KU

Marina, mendirek, iskele vb. kiyi seritlerinde kullanilir. Tamamen modiler polietilen malzemeden dizayn edilmistir.
Yanlarinda bulunan merdivenler sicak daldirma galvanizdir.
The tower is made from modular polyethylene parts reinforced with steel parts

MODULER PE PARCALARI
MODULAR PE PARTS
{martek
e Mﬂzﬂﬁﬂ . GUNES ENERJILI LED FENER
is Cap / Quier Diamefer : 60 cm L . =
fksol/ Aigh: 75 GALVANIZLI YAN MERDIVEN pAANIE AT
STEE MD,”-‘-‘” o devre ve led lambays kompakt kapali
Sicak daldirma galvanizden irefilen i kufukicsiiiai Tanorde Tagiamed
yan merdivenler deniz ve il giines enerjisi ile calisir bakim gerektirmez.
kosullarina dayanikhdir. Merdivenler Patentli EMS(eneri kontrol sistemi)
iscilerin rahathkla somandiranin sayesinde daha uzun pil 6mri ve sk
tepesine Tnmunubilmesi ve gerekli‘ verimlilii sagar. Fenerler gps ile
kontr olle.r 1VEY bakimi yapabilmesi senkronize olma dzelligine sahiptir.
Hn tusurlgnmlgllr. ) The Self-contained Lanterns combine a compad,
MOPK12 A”_"”""’ with Hot dip galvanized or high-efficiency solar engine with premium
PE OZEL ISARETLEME DIREKLER MOPK100 stainless steel.Durable for harsh sea | components and o rugged design for bestin-class
PE JETTY MASTS Dis Cap / Outer Diameter - 100 am et ; pen,‘vfmr;f_vr;- BUf:’{-ff; _fﬂf";?'ﬂ'f_'f fw;giaﬂ
. ) Yiskseklik / Height: 100 or automalic de-activation during offseason
Dis (_FP / QWer D’f”"e’e’ 12 M o months. Adjustable intensity and range.
Viskseklik /Height: 300 cm GPS synchronized flash opfion.
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MODULER PE FENER KULESi AKSESUARLARI

- MODULAR ONSHORE PE TOWER AND MAST ACCESSORIES

Fener kulelerin Gzerine giines paneli, racon, ais, meteoroloji/hidroloji sensdrleri, aki, sarj initesi gibi aksesuarlar
ekleyebilirsiniz. Her bir kule projeye dzel olarak ar-ge ekibimiz tarafindan titizlikle incelenip tusarlanmakiadir.
Additional Equipments: Solar panel ,racon, ais, meteorology / hydrology sensor ,battery, charging unit efc.

PV GUNES ENERJI SISTEMI / SOLAR PV SYSTEM
Fener Kulesinin iizerine monte edilen giines enerji
sistemleri, aksesvarlariniz icin gerekli enerjiyi
salar. Akd, Sarj kontrol Ginitesi ve giines panelleri
her fiirlii hava kosulunda herhangi bir elektrik
sebekesine gerek duymadan aksesuarlarnizin
calismasini saglamaktadir. Proje gerekliliklerine
bagh sistem komponentleri boyutlar
ve adetleri degjisebilmektedir.

If the Navaid system required for offshore application
Is solor powered it also requires a solar panel fogether
with a battery and a battery box. Marfek offers also
different solar powered solutions o keep your
lantern working.
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RACON
Racon gelen tiim radar dalgalarinin
frekanslanni dlcer ve radar dalgalanna
ayni frekanstan mors kodlariyla cevap verir.
Her tiirli hava kosullarinda ¢ahsabilmektedir.
Az enerji harcayacak sekilde tasarlanmistir.
Racon devices are used at sea to mark
navigational hazards as RADAR targets for
presentation on a ship navigational radar
display Latest technologies Fully IALA
compliant Easy installation and programming
Maintenance free Very low power consumption
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AIS SEYIR YARDIMCISI
AIS for Atol
3 kat giiclendirilmis sert yapisi sayesinde
her tiirlis deniz sartlarinda kullanima uygundur.
IPx6 ve Ipx7 standartlarinda koruma saglor.
Kendi alaninda en diisiik enerji tiiketimine sahip
chazlardan biridir. Entegre gps antenine sohiptir.
Istenildiginde disardan gps anteni de takilabilir.
Housed in a rugged Iriple protected housing
suitable for the harsh marine environment, it
can be deployed on exposed location on buoys
and fixed structures. The unit comes with GPS
anfenna infegrated in the housing but an external
GPS antenna can be connected if required.
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Tepelik / Top Mark
Solar fener /Lanfern

Merdiven /Ladder

Modiiler PE Parcalar
Modular PF Parts
Dengeleme
Samandirasi /Floof

—— Anot /Anode
4
—— Sicak daldirma
galvaniz boru
§  Hot Dip Galvanized
Steel Pipe
4
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M60060

DIREK TiPi SAMANDIRALAR / PILLAR/SPAR BUOYS

Dar kanallarda kullanilir. Su iistii tamamen modiiler polietilen malzemeden dizayn edilmistir. Yanlarinda bulunan
merdivenler sicak daldirma galvanizdir. Su altinda samandirasi ve celik konsiriiksiyonu ile tonoza baghdir.
For Narrow Channels. Upper Part made from PE. Hot dip galvanized ladder. Pillar/Spar Buay is tied up to the weight
with buoy which is underwater and steel construction.

GALVANIZLI YAN MERDIVEN / STEEL LADDER
Sicak daldirma galvanizden irefilen
yan merdivenler deniz ve cevre
kosullarina dayaniklidir. Merdivenler
iscilerin rahathkla somandiranin
tepesine irmanabilmesi ve gerekli
kontrolleri veya bakimi yapabilmesi
icin tasarlanmishir.

Made with hot dip galvanized or
stainless steel. Durable for harsh sea
conditions.

M850 M650H M550
310 6NM 3to4+NM  Tto3NM
Range Range Range

GPS GPS
GﬂNES ENERJILI LED FENERLER
SELF-CONTAINED LANTERNS

Solar panel, batarya, tiim elektronik devre ve led
lambayr kompakt kapal bir kutuda sunan fenerlerdir.
Tamamen giines enerjisi ile calisir, bakim gerekfirmezler.
Patentli EMS(enerji kontrol sistemi) sayesinde daha uzun
pil omrii ve istk verimliligi saglarlor. M850 ve M650H
kodlu fenerler gps ile senkronize olma dzelligine sahiptir.
The Self-contained Lanterns combine a compact,
high-efficiency solar engine with premivm
components and a rugged design for best-in-class
performance. Built-in calendor function
for automatic de-activation during offseason
months, Adjustable intensity and range.

GPS synchronized flash option.
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